
 
 

 

 
 
 
 
 

EN 1092-1 Flanges 
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EN 1092-1 Flanges Summary Chart 

 

 

Rated Pressure (in bar) 

(1 bar = 14.5 psi = 100 kPa) 
Description 

6 10 16 25 40 63 100 

01 
Plate <slip-on> flanges for 

welding 
V V V V V V V 

02 
Loose plate flanges with 

weld-on plate collar 
V V V V V   

04 
Loose plate flanges with 

weld-neck collar 
V V V V V   

05 Blank <blind> flanges V V V V V V V 

11 Weld-Neck Flanges V V V V V V V 

12 
Hubbed slip-on flanges for 

welding 
V V V V V V V 

13 Hubbed threaded flanges   V  V V V 

21 Integral flnages V V V V V V V 

32 Weld-on plate collars V V V V V   

33 Lapped pipe ends V V V V V   

34 Weld-neck collars V V V V V   
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Flange Facing Dimensions EN 1092-1 
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Flange Facing Dimensions EN 1092-1 
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EN 1092-1 PN6 Flanges 
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Flange type (typ) as in EN 1092-1  

01 (Plate [slip-on] flanges for welding)  13 (Hubbed threaded flanges)  

02 (Loose plate flanges with weld-on plate collar)  21 (Integral flanges)  

04 (Loose plate flanges with weld-neck collar)  32 (Weld-on plate collars)  

05 (Blank [blind] flanges)  33 (Lapped pipe ends)  

11 (Weld-neck flanges)  34 (Weld-neck collars)  

12 (Hubbed slip-on flanges for welding)   

 



 
 
 
 
 

EN 1092-1 PN6 Flanges 
 

Note 1: Dimensions N1, N2 and N3 are measured at the intersection of the hub draft angle and the back face of the flange.  
Note 2: For d1 dimensions see document "Flange Facing Dimensions EN 1092-1". 
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EN 1092-1 PN10 Flanges 
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Flange type (typ) as in EN 1092-1  

01 (Plate [slip-on] flanges for welding)  13 (Hubbed threaded flanges)  

02 (Loose plate flanges with weld-on plate collar)  21 (Integral flanges)  

04 (Loose plate flanges with weld-neck collar)  32 (Weld-on plate collars)  

05 (Blank [blind] flanges)  33 (Lapped pipe ends)  

11 (Weld-neck flanges)  34 (Weld-neck collars)  

12 (Hubbed slip-on flanges for welding)   

 



 
 
 
 
 

EN 1092-1 PN10 Flanges 
 

 
Note 1: Dimensions N1, N2 and N3 are measured at the intersection of the hub draft angle and the back face of the flange.  
Note 2: For d1 dimensions see document "Flange Facing Dimensions EN 1092-1". 
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EN 1092-1 PN16 Flanges 
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Flange type (typ) as in EN 1092-1  

01 (Plate [slip-on] flanges for welding)  13 (Hubbed threaded flanges)  

02 (Loose plate flanges with weld-on plate collar) 21 (Integral flanges)  

04 (Loose plate flanges with weld-neck collar)  32 (Weld-on plate collars)  

05 (Blank [blind] flanges)  33 (Lapped pipe ends)  

11 (Weld-neck flanges)  34 (Weld-neck collars)  

12 (Hubbed slip-on flanges for welding)   

 



 
 
 
 
 

EN 1092-1 PN16 Flanges 
 

 
Note 1: Dimensions N1, N2 and N3 are measured at the intersection of the hub draft angle and the back face of the flange.  
Note 2: For d1 dimensions see document "Flange Facing Dimensions EN 1092-1". 
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EN 1092-1 PN25 Flanges 
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Flange type (typ) as in EN 1092-1  

01 (Plate [slip-on] flanges for welding)  13 (Hubbed threaded flanges)  

02 (Loose plate flanges with weld-on plate collar)  21 (Integral flanges)  

04 (Loose plate flanges with weld-neck collar)  32 (Weld-on plate collars)  

05 (Blank [blind] flanges)  33 (Lapped pipe ends)  

11 (Weld-neck flanges)  34 (Weld-neck collars)  

12 (Hubbed slip-on flanges for welding)   

 



 
 
 
 
 

EN 1092-1 PN25 Flanges 
 

 
Note 1: Dimensions N1, N2 and N3 are measured at the intersection of the hub draft angle and the back face of the flange.  
Note 2: For d1 dimensions see document " Flange Facing Dimensions EN 1092-1". 
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EN 1092-1 PN40 Flanges 
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Flange type (typ) as in EN 1092-1  

01 (Plate [slip-on] flanges for welding)  13 (Hubbed threaded flanges)  

02 (Loose plate flanges with weld-on plate collar) 21 (Integral flanges)  

04 (Loose plate flanges with weld-neck collar)  32 (Weld-on plate collars)  

05 (Blank [blind] flanges)  33 (Lapped pipe ends)  

11 (Weld-neck flanges)  34 (Weld-neck collars)  

12 (Hubbed slip-on flanges for welding)   

 



 
 
 
 
 

EN 1092-1 PN40 Flanges 
 

Note 1: Dimensions N1, N2 and N3 are measured at the intersection of the hub draft angle and the back face of the flange.  
Note 2: For d1 dimensions see document "Flange Facing Dimensions EN 1092-1". 
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EN 1092-1 PN63 Flanges 
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Flange type (typ) as in EN 1092-1  

01 (Plate [slip-on] flanges for welding)  13 (Hubbed threaded flanges)  

02 (Loose plate flanges with weld-on plate collar)  21 (Integral flanges)  

04 (Loose plate flanges with weld-neck collar)  32 (Weld-on plate collars)  

05 (Blank [blind] flanges)  33 (Lapped pipe ends)  

11 (Weld-neck flanges)  34 (Weld-neck collars)  

12 (Hubbed slip-on flanges for welding)   

 



 
 
 
 
 

EN 1092-1 PN63 Flanges 
 

 
Note 1: Dimensions N1, N2 and N3 are measured at the intersection of the hub draft angle and the back face of the flange. 
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EN 1092-1 PN100 Flanges 
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Flange type (typ) as in EN 1092-1  

01 (Plate [slip-on] flanges for welding)  13 (Hubbed threaded flanges)  

02 (Loose plate flanges with weld-on plate collar)  21 (Integral flanges)  

04 (Loose plate flanges with weld-neck collar)  32 (Weld-on plate collars)  

05 (Blank [blind] flanges)  33 (Lapped pipe ends)  

11 (Weld-neck flanges)  34 (Weld-neck collars)  

12 (Hubbed slip-on flanges for welding)   

 



 
 
 
 
 

EN 1092-1 PN100 Flanges 
 

 
Note 1: Dimensions N1, N2 and N3 are measured at the intersection of the hub draft angle and the back face of the flange. 
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